We present high power surface-emitting single mode GaAs-based quantum cascade lasers (QCLs) in the mid-infrared. By using an air-AlGaAs waveguide combined with second-order distributed feedback processing, we obtained optical output via the surface above 3 W. Surface-normal dual-lobe light emission exceeds the emission from one as-cleaved facet by a factor of six.

Keywords: optoelectronic devices, semiconductor laser.

1. Introduction

During the last decade significant improvements made quantum cascade lasers (QCLs) interesting for many applications, where coherent light emitters in the mid- and far-infrared are required [1]. An important step for the use of these devices was the achievement of single mode emission. This was first demonstrated by processing the lasers as the first order distributed feedback (DFB) lasers, where a grating which is imposed on a top of the laser selects a single mode within the gain spectrum of the device [2,3]. Recently, tunable single mode emission was also achieved by grating-coupled external cavity QCLs [4].

QCLs are based on intersubband transitions. Selection rules for transitions in quantum wells allow gain only for TM polarized electromagnetic waves. Therefore conventional vertical cavity surface emitting laser design is not suitable for QCLs. If one wants to exploit the advantages of surface normal emission, another approach must be taken. One successful way to achieve surface emission is to use two-dimensional photonic crystals [5]. We have chosen a distributed feedback design where the feedback is given through a second-order Bragg grating etched into the surface of the laser ridge. Such surface emitting QCLs have been realized both in the InGaAs/InAlAs/InP and also in the GaAs/AlGaAs material system [6,7]. Appropriate etch depths, a low loss top air cladding and metallization of the grating peaks only, lead to high power surface emission. Surface emitting QCLs have the big advantage that the radiation field could be increased significantly and the beam divergence is reduced.

2. Design and characterization

Our laser material is grown by solid source molecular beam epitaxy on n-doped GaAs (Si, 2x10^{18} cm^{-3}). The active region consists of 40 cascades of a GaAs/Al_{0.45}Ga_{0.55}As three well design [8]. As a waveguide we have chosen an air/AlGaAs cladding in order to reduce absorption losses compared with a typical double-plasmon waveguide [8]. Our calculations yield a waveguide loss coefficient of \( \alpha = 3.8 \, \text{cm}^{-1} \), whereas the structure with a double-plasmon waveguide has \( \alpha \)-values of 12 cm\(^{-1}\). The significant reduction of the losses was investigated by comparing the threshold current density of this device with a device (both fabricated as Fabry-Perot lasers) with the same active region but a double plasmon waveguide. The threshold was reduced from 4.1 kA/cm\(^2\) to 2.7 kA/cm\(^2\) at 78 K and from 11.8 kA/cm\(^2\) to 7.8 kA/cm\(^2\) at 240 K, whereas we have comparable output powers and emission spectra. A reduction of the threshold current is favourable concerning the strong self-heating due to the applied current of electrically pumped lasers. In the case of 2nd order DFB lasers a low loss top waveguide is particularly important because the light is coupled out via the surface.

Taking the waveguide structure and the desired wavelength of 8.9 \( \mu \text{m} \) into account, a suitable grating period (\( \Lambda = 2.8 \, \mu \text{m} \)), duty cycle (\( \sigma = 0.5 \)) and grating depth (1.1 \( \mu \text{m} \)) were calculated. The grating was exposed on top of the MBE grown material by means of optical lithography and reactive ion etching (RIE) (see Fig. 1). The grating peaks were covered with a metal to provide a homogenous lateral current distribution even for wide ridges. Then the
ridges (30 to 70 µm) were defined also by RIE (depth 10 µm). The metal on the grating peaks is actually contacted by side contacts with an overlap of about 8 µm on both sides, sides resulting in a width of the surface emission window \( w_{\text{wind}} \) between \( w_{\text{wind}} = 14 \) µm \((w = 30 \) µm\) and \( w_{\text{wind}} = 54 \) µm \((w = 70 \) µm\). The extended contacts are insulated with SiN. The cleaved laser facets are left uncoated and the laser bars are mounted epilayer up on a temperature controlled cold finger in a flow cryostat.

The laser ridges were cleaved to different lengths in order to investigate the critical DFB coupling length. Lasers that are shorter than 1.4 mm, thus having a product of DFB coupling coefficient \( \kappa = 7 \) cm\(^{-1} \) and length (cm) smaller than one, do not experience sufficient feedback from the surface grating and are showing typical Fabry-Perot modes. The samples were mounted substrate-down on a turnable cold finger and operated under pulsed bias (100 ns, 5 kHz) at 78 K. By turning the cold finger we could observe both edge and surface emission.

The far field of such lasers exhibits an asymmetric dual lobe pattern, because the near field close to the emitting surface also includes interference terms. An in-detail investigation shows that the relative position of the grating and the end mirrors determines the ratio of the two lobe intensities [9]. The single mode emission wavelength is continuously tunable by the heat sink temperature.

In Fig. 2, absolute light output power versus bias current density for a 2.55 mm long laser is plotted. Single mode emission is observed for all bias currents above threshold (inset of Fig. 2). Light power was measured using a calibrated thermopile detector. We obtained peak output power at 78 K above 3 W via the surface. In the case of edge emission a f/1 AR-coated ZnSe lens was used to collect the light from the highly divergent beam. In both cases the light power was focused onto the thermopile detector by means of a gold coated off-axis parabola. The ratio between surface emission and single-facet emission is determined to be six for this device.

The far field distribution (Fig. 3) of the laser emission was measured using a 1x1 mm sensitive area liquid-nitrogen cooled HgCdTe detector at a distance of 124 cm away from the laser chip. Lateral resolution of 1 mm results in an angular resolution of 0.046°. The two beam lobes are separated by 0.25° and have an FWHM beam divergence of 0.2° in laser ridge parallel direction. Beam divergence in ridge normal direction is determined by the ridge width, here FWHM beam divergences are in the range of 10° to 20°.

3. Conclusions

We have shown the high-power capabilities of surface emitting DFB quantum cascade lasers. Single lobe emission surface emission of second order DFB QCLs is proposed by introducing a phase shift into the surface grating. Such low divergence emission pattern would further improve practical usability. In contrary to facet emitters, for many applications no collimating lens would be necessary.

Acknowledgements

This work was supported by the EC (NMP-project) ANSWER, the Austrian FWF (SFB-ADLIS) and the Austrian Gesellschaft für Mikroelektronik (GMe).
References

Encyclopedia of Optical Engineering
IN 3 VOLUMES

Edited by: Ronald Driggers

Purchase Options
List Price: $1,500.00
FREE ONLINE SUBSCRIPTION for one year with purchase of print edition!

Institutional orders for Dekker Encyclopedias cannot be placed through dekker.com. Subscriptions will be governed by an access/site license. Please contact sitelicensedekker.com or call 1-800-228-1160 (USA, Canada & South America) or 0041-61-260-63-00 (Europe, Far East, Middle East & Africa) for ordering information.

Encyclopedia | Print Published: 09/01/2003 | Online Published: 09/01/2003
Hard Cover
2800 pages | Illustrated
ISBN: 0-8247-4258-3

Description

From astronomy to x-ray optics, this Encyclopedia contains more than 230 vivid entries examining the most intriguing technological advances and perspectives from distinguished professionals around the globe—selecting topics of utmost importance in areas including digital image enhancement, biological modeling, biomedical spectroscopy, and ocean optics for thorough coverage of recent applications in this continually expanding field.

Compiled by 300 of the most widely respected names in the electrooptic sciences, the Encyclopedia is destined to serve as the premiere guide in the field with nearly 2000 figures, 560 photographs, 260 tables, and 3800 equations.

Color graphics available online!
This one-of-a-kind reference delivers top-notch research on

- target detection
- image restoration
- fiber optic sources
- holography
- lens design
- classification and coding
- optical biopsy
- radiometry

Timely and dynamic, the Encyclopedia is an all-inclusive resource of the most significant and essential breakthroughs in photonics, imaging, and wireless communication.